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FOREWORD

This semi-annual report presents the results and conclusions of the

Study of Infrared Emission from Hypersonic Air Flows carried out by the

Aerodynamic Research Department of Cornell Aeronautical Laboratory through

31 December 1961. Work on the contract was initiated on 25 September 1961,

and hence this report covers a three-month effort. The work was supported

under Contract DA-30-069-ORD-3443, ARPA Order No. 253-62. It repre-

sents a technical continuation of earlier work on the same research reported

in Cornell Aeronautical Laboratory Reports No. QM-1373-A-l, QM-1373-A-2,

QM-1373-A-3, and QM-1373-A-4 which cover the period from July 1959 to

June 196 1.

This report differs from an earlier version (QM-1626-A-1) in that two

appendices, representing complete papers, have been replaced by their re-

spective abstracts. The papers are discussed herein, and have been issued

as separate Cornell Aeronautical Laboratory reports.
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ABSTRACT

This report presents the results obtained through 31 December 1961 of

a research program whose objective is to formulate a comprehensive picture

of the infrared radiation from re-entry bodies. The program is divided into

two phases: the experimental determination of the radiative properties of the

optically active gaseous species, and the analysis of the blunt-body flow field,

in which the finite-rate chemistry of the air is coupled with the aerodynamics

of the flow.

The final analysis of the nitrogen first-positive band spectrum has been

completed. The measured intensities are shown to be lower by a factor of
five than those reported for measurements in shock-heated air, and the corre-

sponding f-number, evaluated at the &- = 4," = 0 band head was found to be
-3(2.8 ' .7) x 10- . The nonequilibrium radiation from this N2(1+) system,

arising from the finite rate of electronic excitation has been studied, and a

discussion on this topic is presented. In addition, a machine program has been

developed which generates the spectra of radiating species from the known

spectroscopic constants and the experimentally determined transition prob-

abilities.

The machine program which solves the blunt-body flow-field problem has

been modified to streamline the program and to remove minor instabilities,

with the result that more accurate body shapes can now be generated by this

inverse method. Several re-entry flow calculations were completed, and a

nonequilibrium scaling criterion investigated. Several results of these com-

putations are discussed and the scaling criterion is shown to be valid for the

IRBM (15, 000 ft/sec) and ICBM (23, 000 ft/sec) conditions which were investi-

gated. Numerical solutions obtained for a parabolic bow-shock shape are com-

pared with those obtained for a catenary shock at the same flight condition.

In addition, results obtained from the streamtube program are given and com-

pared with the results obtained with the inverse solution.
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INTRODUCTION

It is the purpose of this research program to extend the knowledge re-

quired to formulate a comprehensive picture of the infrared radiation from

the shock-heated air about re-entry bodies. The general approach to the
1

problem has been set forth in earlier progress reports generated under the

contracts preceding this one. In addition, all experimental details and the

formulation of the method of attack have been presented in these reports.

Thus, except for a brief discussion for over-all continuity, this report will

be restricted to a presentation of the results generated to date on the present

contract.

The work has been divided into two primary phases: The division is a

natural one, in that the prediction of optical and electrical properties within

the gas cap of re-entrant vehicles requires both the coupled chemical and gas-

dynamic solutions for the flow field, and the detailed knowledge of how the

radiation depends upon the variation of temperature and density given by these

solutions. Thus, the radiation measurements phase of the research is directed

toward the specific measurements of radiation from the gaseous components

of heated air, so that the optical behavior from each of the radiating species

is well understood in terms of its basic transition probabilities. In this man-

ner the integrated effect of all the species of the hot air mixture can be deter-

mined under the extreme flight conditions unattainable in the laboratory.

Once the transition probabilities are known, there is required the knowl-

edge of the concentration of species within the flow field of a given configuration-

trajectory system. This information is derived from the bow-shock machine

program that has been developed under this contract. The program is general,

in that arbitrary kinetic air models can be used as inputs, and the variation

of reaction rates on the solution can be determined. The complete interaction

of the finite-rate chemistry of this multicomponent gaseous system with the

inviscid gasdynamic flow field is taken into account.

The present status of the research on each phase is covered in detail in

subsequent sections of this report. Section I treats the work done under the
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radiation measurements phase. The radiation studies on the N2(I+) system

have been completed, and reported in Cornell Aeronautical Laboratory Report

No. QM- 1626-A-3. The paper has also been accepted for publication in the

Journal of Chemical Physics. Because the results are some five times less
2

than those determined from shock-heated air, studies in air and various N2 -

02 mixtures are presently underway. In addition, the problem of nonequilibrium

overshoot radiation of the N2 (l+) system has been examined, and some results

obtained. It should be noted that the nonequilibrium radiation resulting from

concentrations of radiators which are chemically out of equilibrium as based

on the local translational temperature is taken into account in the flow-field

analysis. The nonequilibrium due to the finite rate at which the excited elec-

tronic states are populated also gives rise to the overshoot radiation. This

latter effect was studied, and is discussed in Section IC. Finally, a program

is being developed which takes into account the coupling of the results of the

two phases. The spectral intensities for the various species are generated

from the experimentally determined fundamental constants, and will be com-

bined with the outputs of the flow-field solutions to yield the total radiation from

the flow field.

The progress under the blunt-body flow-field analysis phase is presented

in Section II. Several refinements of the bow-shock computer solution have

been completed. Since the problem involves a two-dimensional integration

rather than the one-dimensional integration used for the normal shock, the

accuracy of the solution depends on the precision with which derivatives in a

direction parallel to the shock are known. Several of these derivative proce-

dures were compared to obtain an optimum routine that is now incorporated in

the general bow-shock program. The development of these refinements is

discussed. Using the bow-shock solution, several re-entry flow calculations

were completed, and a nonequilibrium scaling criterion investigated. An ex-

tensive discussion of the results, presented in the light of the over-all non-

equilibrium flow-field problem was presented at the National IAS Meeting in
New York, January 1962. The abstract of this paper is included as Appendix

B.

2



SECTION I

Radiation Measurements Phase

A primary objective of this phase of the program is the measurement of

the absolute infrared spectral intensities from the gases of which shock heated

air is composed. The advantage of studying single components rather than the
1

complete mixture has been thoroughly stressed in previous reports. It rests

on the fact that the contribution to the over-all spectrum by an individual com-

ponent varies markedly with temperature and density, in a manner unique to

each species. Thus, measurements made on a mixture cannot be reliably

extrapolated to conditions other than those under which the measurements

were made. On the other hand, basic measurements on the behavior of a

given species can yield the fundamental knowledge whereby its radiative be-

havior can be predicted under arbitrary conditions. Specifically, the trans-

ition probabilities or f-numbers for a given band system of a radiating species

is a constant unique to that species which gives, essentially, the radiative

efficiency for each excited molecule in the mixture. Thus, the transition

probability, coupled with the concentration of excited molecules completely

specifies the radiant intensity from the gas. An important point to note is

that these transition probabilities can be measured under any conditions of

convenience , provided that the concentration of emitters is known. Thus,

in the shock tube, where gases are processed to thermodynamic equilibrium

at high temperatures, the distribution of the molecules in the allowable energy

levels is known, and an absolute measurement of the resultant spectrum yields

the radiative contribution of each molecule directly. This is t:.e general

approach that has been taken on the problem of determining the radiation from

shock-heated air.
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A. Radiation Experiments

In the near infrared, one of the significant radiating systems is the

first-positive band system of nitrogen. It was the first object of experimental

study, and in the last annual report of the previous contract the measured

spectrum from this band system was reported. During the past quarter, these

data were analyzed in detail, and the results are now in the process of publi-

cation. The abstract of the paper has been included in this report as Appendix

A. The paper has also been presented as a separate Cornell Aeronautical

Laboratory report6 for broader distribution, as the results are significant in

the problem of the contribution of the radiation from nitrogen to the spectrum

of heated air.

The conclusions of the nitrogen study may be summarized as follows:

The measurements of the spectral intensity of the radiation from pure shock-

heated nitrogen are about five times less than those reported by Keck, et al.

Their measurements were made on shock-heated air, and the radiation in the

near infrared was attributed to the nitrogen first-positive system. The meas-

urements were not made with a spectral resolution capable of identifying the

spectral characteristics of the nitrogen. In the present study with pure
nitrogen, the spectra were easily identified, and, in fact, the wavelength reso-

lution was sufficient to detect the presence of another radiating system, which

was shown to be accounted for by either the CN red band system or the nitrogen

ion N2? Meinel band system. In spite of this secondary radiating component,
the transition probability for the N2 (1+) system was determined, by virtue of

the separation of spectra afforded by the wavelength resolution. The N2 + Meinel

system has previously been suggested3 as a possible radiator in high-

temperature air, but the present results show that this is definitely not the

case. Details of the data reduction and the numerical results may be found in

Ref. 6.

It was then decided that a set of experiments be performed in order to

determine the origin of the secondary radiating component of the pure N2

spectrum. This was done by examining the spectrum between 0. 8 and 1. 1
microns in detail (see Fig. 1) for a set of experiments in which the temperature
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and density of the nitrogen was varied over broad limits. In this manner, the

measured radiation intensities could be correlated with the corresponding con-

centrations of N2 and N2 in the gas, because the radiation must scale directly

with the number density of the responsible emitters. It was found that while

the intensity of the spectrum at positions corresponding to band heads of N2 ,

such as 0.88 and 1. 04 microns, behaved properly with the N2 concentrations,

the radiation in the band heads of the secondary component, at 0. 93 and 1. 11

microns, bore no relationship to the N2? concentration. In addition, the time

dependence of the radiation at these two latter wavelengths was different in

character from that of the N2 records. For these reasons it was concluded that

the secondary component of the radiation must be interpreted as originating

from a CN impurity. Assuming a reasonable transition probability for the CN

system, the radiation can be accounted for by a concentration of one part in

10 5. Although this level of impurity is higher than that of the original test gas,.

it could reasonably be attributed to impurities driven from the shock tube walls

at these extreme temperatures. These results demonstrate the im~portance of

using as high a spectral resolution as possible for measurements of this type

so that the effect of such small but highly efficient impurity radiators may be

distinguished.

Measurements in pure nitrogen have been concluded, and the present ex-

perimental program is directed toward spectral measurements in air and

various N2-0 2 mixtures. By scaling the measured intensities with the possible

radiating species, the origin of the radiators can be uniquely identified. This

particular set of experiments has not been completed, but will be presented

shortly in a separate report.
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B. Computation of the Radiation from the Shock-Heated Flow Field

As has been discussed earlier, the outputs of the results from the two

phases of the research program will be coupled to yield the emission spectrum

from the gas cap of re-entrant vehicles.

The output of the flow-field program will essentially comprise a map,

which gives, for each volume element in the gas cap, the thermodynamic

properties of pressure, density, and temperature, the concentrations of all

species: molecular, atomic, and ionic. In addition, the local vibrational tem-

perature for the diatoms is calculated. It is planned to modify the program

slightly, so that the distribution of the radiating species in the pertinent elec-

tronic energy levels is contained in the printed output. At the present time,

the electronic excitation rates will be assumed infinitely fast, so that the dis-

tribution in electronic energy levels will be determined only by the local

translational temperature. When sufficient data become available on these

excitation mechanisms and rates, they can be readily incorporated as another

reaction in the program. The present state of knowledge of such rates does

not warrant their inclusion at this time. Vibrational excitation rates for the

ground electronic state are already contained in the bow-shock program.

In general, the spectrum of a given band system from a single radiating

species extends over a broad wavelength range, and the radiated intensity from

air at a given wavelength requires the summation over the individual contri-

butors. To facilitate this calculation, a separate computer routine was devel-

oped, in which the spectrum from a given species could be generated from

fundamental spectroscopic constants. The position of the band heads are well

known. In the program these are generated from the known molecular constants,

and the distribution of intensities of the various bands are obtained from pub-

lished values of the overlap integrals for the molecule. A simplified band shape

was assumed to be sufficient for these calculations, and the bands were taken

to be Q-form and smoothly contoured. This band model was also taken in the

analysis of the nitrogen results. It is discussed in Ref. 6. In Fig. 1 the spec-

trum predicted by such a model can be seen. The band heads are more sharply

peaked than would actually occur, but in the regions of multiple heads and at
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higher temperatures the resultant contours will approach the actual spectrum

more closely. It is interesting to note that the computer-generated spectrum,

automatically taking into account more bands than were used in the hand cal-

culation of the N2 (1+) spectrum of Fig. 1 revealed a correction to the spectrum

at 0. 90 and 1. 06 microns which matched the experimental data points.

With this routine now completed, it is a simple task to generate a com-

plete spectrum correctly scaled in intensity, given the temperature and the

number density of molecules in the emitting electronic level. Tile temperature

determines both the shape of the band tails and the distribution of molecules in

the vibrational energy levels. The two factors which scale the entire spectrum

in intensity are then the electronic population, calculated in the bow-shock

program, and the pertinent transition probabilities, which are the objectives

of the experimental radiation measurements portion of the contract. It should

be mentioned that an entire spectrum can be calculated by machine in one

minute.

Thus, the spectral intensity from the air contained in a volume element

of the gas cap around a re-entry vehicle can be directly determined by sum-

ming the individual spectra from each species as discussed above. The method

for the final summation over all band systems for the total gas cap volume of

a given flight configuration presents only a relatively simple machine-routine

problem, and shortly will be incorporated in the program.
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C. Nonequilibrium Radiation

For all conditions of ICBM re-entry, there are a group of chemical

reactions which are not important for the determination of the temperature

and density of the air, but which directly determine the magnitude of the

nonequilibrium radiation. These reactions are those which have to do with

the rate of population of excited electronic states, whose spontaneous decay

supplies the optical radiation. Relatively little is at present known about

the rate constant for these reactions, or, in fact, even about the mechanism

for excitation. After the transition probabilities are known for any optical

transition, and the temperature-density history is known behind the bow-

shock, the mechanism and rate of excitation are required in order to calculate

the nonequilibrium radiation. In the present discussion it will be shown that

if one chooses a mechanism of excitation by a one-step process from chemical

species whose history is known, and there is a considerable overshoot

radiation, then the total nonequilibrium radiation from this particular band

system can be calculated without a knowledge of the reaction rate constants.

It is also shown that this provides a "radiation plateau", where the total
4

radiation is independent of the pressure in front of the shock wave. The

results are illustrated in terms of the nonequilibrium radiation from the

N2 (l+) system in the red and infrared region of the spectrum.

The assumption that excited electronic states of nitrogen (B3 Tr for
N2 (1+) radiation) are formed behind the shock wave by collision of N2 molecules

with other species (M) leads to the following chemical equation for the

rate of increase of concentration of N2 *-= N2 (B 3 ).

d[tL][M] - k 1[. (1)

where and k,. are the (unknown) forward and reverse rate constants for

the reaction, A is the known Einstein coefficient for spontaneous emission

of the N2 (l+) radiation, and [N.] andENz*) are the number of N2 molecules
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¶
in the ground and excited states. In terms of the distance behind the shock

a substitution can be made: dtm (i/v) S , where V is the velocity

of the gas relative to the shock. The equation can then be rewritten

[N t _ N - ( V -j* ) I[ a*

The first term on the right is the "local equilibrium" value of [N* e.
the value that -, *1 would have if the gas were kept at the local tempera-

ture T(j) for an indefinite time. Then this can be written

- h-/kT

where /e. is the equilibrium constant for the upper and lower

level, and can be calculated directly. In the altitude range where F.k J

the radiation does not seriously drain the excited state, and the quantity
LNZ WE can be calculated without knowledge of the rate constants. At

higher altitudes (smaller values of M ), the radiation is "collision

limited" and the correction term in the denominator must be taken into

account.

2
The total radiation per cm from the shock front due to this band

system is equal to

• 1,6zWO", J cLj - -,, (.N)

2 "3
where I is expressed in watts/cm and IN2 ]in molecules/cm3. Y is the
depth of the shock layer being considered. The second integral on the right

has the value

9



where r is a mean value of

and is a relaxation distance whose magnitude is of the order of nonequilibrium

zone. N(y)] is the concentration of excited nitrogen molecules at the

position Y . If the region of integration considered includes the full

relaxation distance, this term is equal to the radiation that would obtain

if there were no nonequilibrium processes involved. In any case, where

there is considerable nonequilibrium overshoot, it is clear that this term

is negligible compared with the other two terms in Eq. (2), and so can be

ignored. The total nonequilibrium radiation is then equal to that calculated

by considering the [Nz*1 to remain in local equilibrium behind the shock

wave. Thus, to good approximation

-14 J

I . ~ I f[ N L a (3)

A further simplification in the calculation can be obtained from the fact

that for a given velocity, [N 2*]Lf scales directly with the pressure in

front of the shock. This is illustrated in Fig. 1, where the quantity
[Nz 2./* hitEN•_*ILE is plotted vs. [rN *1 Y for three cases of different

initial pressures and the same flight velocity (23, 000 ft/sec. ). These results

are taken from the normal-shock nonequilibrium IBM program. [ 21ce

is the value of [N 2*J immediately behind the shock. Since at this point

the gas is still treated as an ideal gas, the value of [NZ Lis directly

proportional to the density ahead of the shock for any given shock speed. It

follows that the integral in Eq. (3) is independent of initial pressure, i. e.,

independent of altitude. This feature has been referred to as the "radiation
4

plateau" for nonequilibrium radiation. The value of the integral is given

in Fig. 2 as a function of flight velocity for the NZ(1+) system, both as

calculated for pure nitrogen shocks and for shocks in air. The lower value

of the radiation from air is related to the more rapid drop in temperature

because of oxygen dissociation.
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In all cases, the curves shown in Fig. 2 must be considered as

upper limits to the nonequilibrium radiation involved with re-entry, because

both the effects of competitive reactions (in place of Eq. (1) ) and the effects

of collision limiting, tend to decrease these values. Clearly, however, the
results suggest a direct method of correlating the total measured non-

equilibrium radiation with the mechanism which causes the electronic

excitation.
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SECTION II

Re-Entry Body Flow Field Analysis Phase

The solution of the inviscid nonequilibrium blunt-body problem

(which has been discussed previously in Ref. 1) is needed to predict the

history of radiation from the hot gas surrounding a re-entry vehicle. The

present solution is based on the inverse method (i. e. shock shape and

size is prescribed) and employs coupled vibration-dissociation reactions

to describe the state of the gas behind the bow-shock wave. This general

bow-shock problem has been programmed for an IBM-704 computer. In

addition, a similar finite-rate solution has been programmed for normal

shock waves to assess the variation of rate constants on the over-all

relaxation zone. A description of typical results obtained to date, and

numerical refinements of the bow-shock program will be discussed.

The Bow-Shock Solution

The inverse method of solution is used to determine the nonequilibrium

flow field around the nose of a hypersonic vehicle. Consider the sketch:

4 BODY

0Hc

where x, is the distance along the Mhock and .9 is the coordinate normal to

it. The shock is divided into "•v values of ,X as shown, and the conditions

immediately behind the shock are determined from local normal shock
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considerations. Once these starting values have been obtained, the entire

solution advances forward one A-Y interval normal to the shock. The solu-

tion cannot proceed forward one ray X.. at a time, since the derivatives in

the * direction parallel to the shock are needed. These represent the flow

swept by a point on any given ray, since the rays do not follow streamlines,

but cross them. The accuracy of the solution depends to a great degree on

the precision with which these X, derivatives are known. At the initiation

of the present contract, the re-entry body flow-field analysis phase had

developed to the point where complete solutions up to about 70* from the

centerline had been obtained. However, the machine program was limited

in obtaining accurate body shapes and flow-field solutions close to the body

because of numerical difficulties in this regime. Thus, emphasis has

been placed on refining the bow-shock program to obtain more accurate

solutions and body shapes. This involved programming a more sophisticated

Z -derivative fit than had previously been used.

The early results shown in Ref. 1 were obtained using a simple

parabolic fit to the variables along 3 points in the xdirection, with the

derivative being taken at the center point (i. e. 5 -point fit). A simple linear

fit was used on the end rays. As indicated in Ref. 1, a slight waviness

in the body shape, as computed from mass conservation relations, was
observed. These inaccuracies were most noticeable on the end rays. A

more precise description of the variables over a larger arc in the X,

direction would, in effect, be a smoothing procedure and lead to more

accurate body shapes. Thus, a number of x--derivative subroutines were

developed to assess the optimum fit to be used in the final bow-shock program.

These included: a refined 3-point parabolic fit on all rays, including the

end rays (3-point fit); a polynomial fit covering 5 points in the 7direction

(5-point fit); and a least squares quartic fit through 7-points (7-point fit).

A series of bow-shock computations for an ideal gas ( Ir = 1.4) and a dis-

sociating simple diatomic gas (oxygen) were performed with the various

,-derivative fits, to assess their effects on the flow -field solutions and

final body shapes.
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The most noticeable inaccuracy in the resultant body shapes discussed

in Ref. I was the small spike appearing near the stagnation point (i. e. , end

rays near the centerline). With the use of higher order Xv-derivative fits,

this spike disappeared. This can be seen in Fig. 4, which shows the nose

region of a body computed for the ideal gas case. A shock Mach number of

14 was specified for the given catenary shock of 0. 5 centimeter nose radius.

The early 3-point routine with linear fit on the end rays shows the most

pronounced spike. A gradual decrease of this spike, along with a general

smoothing of the body surface is seen as the higher order fits are used.

Thus, to minimize inaccuracies in the flow field and body shape in the stag-

nation region, the 7-point fit is the most desirable. This same smoothing

effect occurred for the oxygen calculations, as well as for several non-

equilibrium air computations using the different fits.

Numerical problems of a different nature predominate on the outer-

most rays. Here, inaccuracies in the solution are manifested as oscillations

along the outermost rays which propagated down into the flow field by way

of the X, derivatives. In general, a large number of 69 steps were needed

to proceed from the shock to the body for the air solutions, enabling these

oscillations to propagate well into the flow field. Lick5 dealt with this

problem by starting with a large number of rays (i. e. 4X values) and dropping

the outermost points after each successful integration interval. Thus, his

computed flow-field solution resembled the following sketch:

4oDy
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This method becomes prohibitive in terms of machine computation time when

dealing with air, due to the large number of ay intervals needed (i. e.,

perhaps 30 steps as compared to 10 steps or so for Lick's diatomic gas

solution). A large number of aq intervals in turn requires a large number

of rays initially so as to end up with a reasonable portion of the flow-field

solution. Nonetheless, this procedure of dropping end points is the most

accurate method of solution, and will eliminate unwanted numerical instabilities

from propagating into the flow field. Thus, the refinement of dropping

the two outer end points with each successful integration step was incor-

porated into the 5-point and 7-point fits to act as standards with which to

compare less time consuming methods. In general, it was found that the

more sophisticated higher order fits with no dropping of end points led to

greater discrepancies from these standards than did the refined 3-point

fit. In addition, the 3-point fit gave the most stable solution (aside from

the end point dropping routines). This is shown in Figs. 5 and 6. Figure 5

shows the density distribution around the body (i. e. , increasing values of

y,) for the ideal gas case. The 5-point fit with dropping of end points is

the standard for comparison here. It may be noted that the 7-point end

dropping routine gave an almost identical solution. The density distribu-

tion is shown for three values of Y/p (increasing from shock to body).

For 9/Z, = 0. 108, the results of solutions with other ox derivative routines

are given as a comparison. The higher order fits with no end point dropping,

(i. e. %/ = . 78 is the last ray), show a falling off from the standard

distribution. As the solution proceeds to larger values of Y/•. , this

discrepancy propagates back into the flow field (decreasing values of ^41)

at a fast rate. The refined 3-point fit solution, however, is seen to fall

extremely close to the standard. Figure 6 points out this same phenomenon

for the reacting diatomic gas case., Here, the 7-point end point dropping
solution is to be used as the standard. Again the simple 3-point fit results

agree extremely well with the standard solution ( %/P.: = .78 is again the

last ray for the 3-point solution). The final %-derivative routine decided

upon to be used in the general bow-shock program consists of the 7-point fit

over the major part of the flow field (to insure accurate solutions and body
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shapes near the stagnation region), with the 3-point fit on the outer rays (to

insure accuracy at the outermost part of the flow field). This fit gives the

most stable and accurate solutions consistent with reasonable machine compu-

tation time. Differences of less than 0. 1% in the variables along the outer

rays, when compared with the higher order end point dropping procedures,

were the maximum deviations encountered.

An additional complication in the early bow-shock solutions arose when

the first ray (i. e. ray nearest to the centerline) reached the body. Numerical

difficulties leading to program test failures occurred when the solution was

carried into the body. A new routine has been completed that carries the solu-

tion along each ray until the body is reached. From that point on, that parti-

cular ray is uncoupled from the flow-field calculation, and the 7-point y-

derivative fit slides up to the next ray. With this procedure, flow solutions

close to the body, as well as accurate body shapes are computed.

Bow-Shock Results

The 7-point plus 3-point y-derivative fit on the outer rays was incor-

porated into the general bow-shock program, as was the ray uncoupling proce-

dure. This refined bow-shock solution was then used in a series of IRBM

(velocity of 15, 000 ft/sec) and ICBM (velocity of 23, 000 ft/sec) flow-field

calculations to study the nonequilibrium phenomena in the shock layer, and to test

the validity of a scaling criterion for nonequilibrium flows.

The results of these computations are extensively discussed in Ref. 7,

which was presented at the National IAS Meeting in New York, in January 1962.

It is felt that the significance of the bow-shock and streamtube results can

best be appreciated when presented in the light of the over-all flow-field prob-

lem, thus indicating the present state of knowledge concerning nonequilibrium

airflows. The abstract of this IAS paper is included as Appendix B. However,

a discussion of some of the numerical results is included in this report as an

indication of the type of solution that is obtained with the bow-shock program.

The solutions for both cases (IRBM and ICBM), as presented, not only

give an insight into the characteristics of the nonequilibrium shock layer, but

also serve to establish the validity of a nonequilibrium scaling law proposed
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by Gibson. Since it is extremely difficult to obtain nonequilibrium flow-field

measurements in free-flight vehicles, ballistic ranges and hypersonic tunnels

have been developed as tools to aid in the determination of hypersonic flow

fields. However, the models used in these devices are generally much smaller

than full scale which precludes the duplication of the finite-rate chemistry

about the body. Thus, a valid nonequilibrium scaling law must be used to re-

late ballistic range and hypersonic tunnel data with corresponding free-flight

conditions if meaningful data are to be obtained from these facilities. One of

the most useful purposes of an exact numerical solution for the finite-rate flow

field is that it serves as a standard, with which simpler and more approximate

methods may be compared.

Such a nonequilibriurn scaling criterion is extensively discussed in both

Refs. 7 and 8, and will only be briefly described here. For flight conditions

where the three-body recombination reactions are unimportant, as in most

high-.altitude nonequilibrium shock layer flows, the chemical relaxation phe-

nomena is governed by two-body processes and binary scaling is possible.

Thus, for a given f1Dght velocity, the inviscid nonequilibrium shock layer around

a blunt-nosed vehicle will be scaled if the condition R =R constant. Here .

is the ambient atmospheric density, and R is a characteristic dimension of

the vehicle (i. e. R is body radius). For the bow-shock program, this is

equivalent to = constant, where R. is the bow-shock radius of curva-

ture at the centerline.

All flow-field solutions were computed using an 8 species (0, N, e-, Ar,

02, N2 , NO, NO +), 10 reactions air model as follows:

1. 02 +0 20 + 0 kFl 2. 1 x 108 T exp -530 cm
kT e T mole-sec

2. 0+02LF i20+0 kF =3. 6 x 10 2 1 T- 1.5 [x 59380_
Sk32 T J

3. 02+ M 4120+ M kF 119x2 T_ expL
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4. N2 + N A 2N+ N kR4 7.5 xl10c2 T_1S

A, _ 20 -1.5
5. N 2 + N 2 .--- 2N + N2  kR 1. 5 x1 T_

6  R

S21 -1.5 F 754900
7. NO+ M -" N+ O+ M kF 5. 18x 10 T exp T-

"'737 F7  L

8. N + 02 NO + O kF x 10 T ex0. e

5 13 380161
9. O + N2 7 -NO + N kF 5 xI0"al T

10. N + NO+ + e- kR0 8 x 0 T 1

In addition, vibrational equilibrium was assumed for these computations, which

were carried approximately 600 off the centerline for a catenary shock. The

effect of vibrational nonequilibrium, and the coupling of vibration and disso-
7

ciation has been investigated behind strong normal shock waves in air. Upon

refinement of the vibrational nonequilibrium subroutine for the inverse solu-

tions, these studies will be extended to the bow-shock flow field. These solu-

tions will indicate the degree of interaction between these processes around the

nose cap of a high-altitude vehicle. The present assumption of vibrational

equilibrium does not affect the scaling of the nonequilibrium chemistry, since

vibrational nonequilibrium will also scale directly as density.

For the IRBM (15, 000 ft/sec) flight condition, the flow field around the

nose of a one-foot radius vehicle at an altitude of 200, 000 feet was computed.

This calculation was repeated for a scaled vehicle at a higher and lower alti-

tude, 250, 000 and 150, 000 feet respectively, with the product /0 Rs held con-

stant. The cases computed are seen in the table, where the 1956 ARDC

atmosphere was employed:
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Flight Velocity Altitude Shock Radius Standoff Distance

15, 000 fps 150, 000 ft 0. 183 ft 0. 0686

15, 000 200, 000 1. 07 0. 0676

15, 000 250, 000 8. 15 0. 0681

As can be seen from the table, the shock standoff distance for the three

computations agree to about I%. Figure 7 shows the body shapes obtained in

the normalized axisymmetric coordinate system. The correlation is excel-

lent, with the resultant body shapes spherical to within a few per cent at an

angle of approximately 60* off the centerline. Results for the temperature,

nitric-oxide and electron distributions are shown in Figs. 8 - 10 for two rays

normal to the shock (approximately 9O and 350 off the centerline). The results

from all three computations are shown on each figure and are plotted as a

function of distance (?,) normal to the shock divided by the local standoff dis-

tance (8). It is seen that the flow fields are in fact identically scaled. The

temperature is seen to decrease towards equilibrium stagnation from about

8500°K immediately behind the strong portion of the shock near the centerline.

An overshoot in NO concentration, typical of shock relaxation phenomena in

air, is observed, and the gradient in electron concentration from the shock to

the body is clearly seen.

Similar flow-field computations for ICBM (23, 000 ft/sec) flight conditions

were performed. The flow field around a one-foot diameter vehicle at 250, 000

feet altitude was scaled at 200, 000 feet, as shown in the table:

Flight Velocity Altitude Shock Radius Standoff Distance

'23, 000 fps 250, 000 ft 0. 525 ft 0. 0666

23, 000 200, 000 0. 0692 0. 0670

Results for this case are from computations performed for the Air Research

and Development Command, Rome Air Development Center, Griffiss Air

Force Base, New York, under Contract No. AF 30(602)-2267.
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Again the standoff distances agree very well, and Fig. 11 shows the excellent

correlation of the two body shapes. The temperature, NO and electron cor.-

centrations given in Figs. 12 - 14 show that the two flow fields are identically

scaled. The temperature gradient is quite extreme for this higher velocity

case, decreasing from approximately 18, 000*K behind the shock near the cen-

terline to approximately 6000°K in the stagnation region. In addition, the ex-

treme overshoot in electron concentration is easily observed.

Variation of Bow-Shock Shape

All flow-field solutions to date have had prescribed a catenary shape for

the bow-shock wave. The resultant body shapes have been spherical to within

a few per cent at angles to approximately 60° off the centerline. However, it

is of practical importance to investigate the flow fields produced by various

re-entrant body shapes. Since the inverse method is utilized in the bow-shock

solution, this is equivalent to varying the shock-wave shape.. Shock shapes

which close less rapidly than a catenary (i. e. parabola), may produce body

shapes which more closely approximate actual sphere-cone configurations

which are still spherical in the subsonic nose cap region, but become conical

at higher angles. Thus, preliminary computations have also proceeded for

shock shapes other than the catenary. A parabolic shock shape has been pro-

grammed, and to date, one calculation with this shock has been completed and

compared with results obtained froi. a catenary shock solution. This was

done for the one-foot diameter body traveling at 15, 000 feet per second at an

altitude of 200, 000 feet. The same rate data were employed. Figure 15 shows

the two shock shapes in the normalized axisymmetric coordinate system. The

parabola is seen to lie quite close to the catenary for angles less than about

450 off the centerline, thereafter lying above it. The present calculation was

carried to approximately 60* off the centerline. Figure 16 shows the resultant

body shapes in the normalized shock coordinate system. For values of
-A-/_0. (6 350), the body shapes are nearly identical. The standoff dis-

tances, for example, are within 1% ( = .'0676 for catenary, -n :.0683 for

parabola). At higher angles, the body generated by the parabolic shock lies

above that obtained for a catenary shock (i. e. the lbody values are nearly iden-

tical, and the parabolic shock lies above the catenary). The flow fields were
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compared along the two rays previously discussed (i. a. 9" and 35* off the

centerline) and found to be essentially identical. Comparison of the flow fields

and body shapes for higher angles are presently underway. But it can be said

in general that inthe subsonic position of the flow field, the parabolic and

catenary shocks give almost identical solutions.

Streamtube Solution

The bow-shock solution describes the flow field around the nose cap of

a re-entering body, and as such is a necessary starting point for determination

of the flow field around the afterbody of a hypersonic vehicle. One method of

coupling this solution with the afterbody flow is with the streamtube method of

solution, i. e. each streamline emerging from the sonic line in the shock layer

may be considered as a quasi-one-dimensional streamtube for an expanding flow.

A numerical solution for the surface streamline has been developed to give an

indication of the flow properties near the surface of the afterbody. This streamtub

solution is a modification of a nonequilibrium quasi-one-dimensional frogram

developed at Cornell Aeronautical Laboratory for nozzle expansions. Again,

this is extensively discussed in Ref s. 7 and 10 and will only be briefly

described here. A prescribed pressure distribution on the surface of the vehi-

cle is used to obtain the surface streamtube area distribution used in the solu-

tion. It is the streamtube which starts at stagnation-point equilibrium

conditions. A modified Newtonian pressure distribution was assumed from the

stagnation point to the body shoulder, where the ratio of shoulder to stagnation

pressure was taken to be about 0. 05. The first-order form of the blast-wave

theory was employed for the afterbody pressure distribution, with the body

shoulder chosen as the match point.

Streamtube Results and Comparison with Bow-Shock Results

Results for a hemisphere-cylinder configuration (15, 000 ft/sec; 200, 000

feet altitude, body radius equal to one foot) are shown in Figs. 17 and 18 where

the nonequilibrium temperature, NO and electron concentrations are compared

with the corresponding equilibrium solution. These results are for the surface

strearntube starting at the equilibrium stagnation conditions of 47671K and

0. 062 atm pressure. The temperature obtained from the nonequilibrium solu-

tion is seen to be considerably below that obtained from the equilibrium solu-
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tion due to the energy remaining frozen in the flow in the finite-rate solution.

The electron concentration along the afterbody, however, is almost two orders

of magnitude above that predicted from equilibrium considerations, due to the

freezing of the electrons near the shoulder. A considerable undershoot below

the equilibrium value is seen in the NO concentration along the afterbody,

again amounting to over two orders of magnitude. A comparison of the results

obtained with the streamntube solution with those obtained from the bow-shock

program was presented in Ref. 11. Figure 19 shows the comparison for the

electron concentration along the body surface; the agreement is very good, to

within 5%. This same sort of agreement is also obtained for the atomic species

0 and N.

However, the agreement is substantially different for 02, Nb NO and T

close to the stagnation region. This is due, in general, to the extreme gra-

dients in these quantities extremely close to the body surface in this region.

To accurately compute these concentrations with the bow-shock solution would

be very time consuming. The fact that these large gradients only exist very
close to the surface (about the last 1% or less of the n distance in the bow-

shock program) enables an accurate prediction of some 99% of the nonequilib-

rium shock layer with the bow-shock program. To avoid these gradients in

practice, the ray uncoupling procedure previously described, is employed when

any given ray reaches 99% of the distance to the body. In order to determine

the effect of this cut-off procedure, a small section of the flow field (up to about

15* off the centerline) near the stagnation region was computed in great detail

with the bow-shock solution. Very small step sizes for integration in the

direction (1 / 100 to I / 1000 of the standoff distance) were required for the last

1/2% of the distance from the shock to the body. Close agreement with the

strearntube results in the stagnation region was then obtained. However, the

length of computing time required is not considered to be worthwhile to obtain

an accurate solution of this small region with the inverse method, since the

streamntube program can be utilized if needed, to provide a solution close to the

body in the stagnation region.
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Summary

The bow-shock program is essentially complete, and a great number of

flow-field solutions have been obtained, both for flight and hypersonic tunnel

conditions. Flow-field computations for both IRBM (15, 000 ft/sec) and ICBM

(23, 000 ft/sec) conditions have shown the validity of a nonequilibrium scaling

criterion, which can be used to relate ballistic range and hypersonic tunnel

data with free-flight conditions. Preliminary computations for shock shapes

other than the catenary show a close agreement in the subsonic flow-field

solutions for a parabolic and a catenary shock. The surface streamtube solu-

tion, starting at the stagnation point, is completed and has proven to be a

valuable tool in predicting the flow field near the afterbody surface, and also

serves as a comparison for the bow-shock solutions at the body surface.

At the present time, the vibrational nonequilibrium subroutine for the

bow shock is being refined. When this is completed, flow-field computations

will be performed to assess the effect of the coupled vibration-dissociation air

model on the complete blunt-nose flow field at high altitudes. The limitations

of the range of application of the bow-shock program imposed by viscous terms

at high altitudes are being examined. The extension of solutions to include the

viscous problem is being considered under this and other contracts at this

Laboratory. In addition, the range of validity of the scaling criterion is being

investigated, especially in the neighborhood of the stagnation region, where the

inviscid flow approaches equilibrium.
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APPENDIX A

Measured Transition Probability for the First-Positive

Band System of Nitrogen

Walter H. Wurster
Cornell Aeronautical Laboratory, Inc., Buffalo, New York

ABSTRACT

The electronic transition probability for the nitrogen first-positive

system has been obtained from absolute spectral-intensity measurements of

the infrared radiation from shock-heated nitrogen. A twelve-channel spec-

trometer was used, whose resolution was sufficient to separate the vibrational

band sequences. The temperature dependence of the spectrum was shown to

agree with that determined for nitrogen in thermodynamic equtilibrium. An

electronic transition moment I RsFequal to 0. 096 atomic units and inde-

pendent of internuclear separation gave the best fit to the data. The measured

intensities are shown to be lower by a factor of five than those reported

for measurements in shock-heated air, and the corresponding f-number,

evaluated at 9512 cm (v'=0, r=0) ,was found to be (2.8 t 0.7) x 10". A

second component of radiation was detected, and shown to be attributable

to either the CN red or N2 + Meinel band systems.

•* This research is a part of Project Defender, sponsored by the Advanced

Research Projects Agency, Department of Defense.

t
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APPENDIX B

Inviscid Hypersonic Airflows With Coupled

Nonequilibrium Processes*

J. Gordon Hall, I Alan Q. Eschenroeder, 2 and Paul V. Marrone 3

Cornell Aeronautical Laboratory, Inc. . Buffalo, New York

ABSTRACT

Analyses have been made of the effects of coupled chemical rate pro-

cesses in external and internal inviscid hypersonic airflows at high enthalpy

levels. Exact (numerical) solutions have been obtained by the inverse

method for inviscid airflow over a blunt nose under flight conditions where

nonequilibrium prevails through the nose region. Numerical solutions have

also been obtained for nonequilibrium expansions of air from initial equili-

brium states appropriate to afterbody flows in flight and to hypersonic nozzle

airflows. The results illustrate the general importance of the coupling

among the reactions considered. These included dissociation- recombination,

This work was supported by the Office of Scientific Research, Mechanics

Division, under Contract No. AF 49(638)-792; is a part of Project

Defender, sponsored by the Advanced Research Projects Agency, Depart-

4 ment of Defense; and by CAL Internal Research.

I. Assistant Head, Aerodynamic Research Department.

2. Research Aeronautical Engineer.

3. Research Aerodynamicist.
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bimolecular exchange, and ionization reactions. In blunt-nose flow the NO

exchange reactions are important for the kinetics of NO and N. In the re-

gime studied, where nonequilibrium prevails through the nose region, atom

concentrations tend to freeze at levels below infinite-rate equilibrium. The

kinetics are dominated by two-body collision processes. As a consequence,

the entire inviscid airflow including coupled nonequilibrium phenomena can

be scaled at given velocity on the basis of a constant product of ambient

density and body scale. This similitude, which can also be employed for

scaling of viscous and radiation phenomena in the shock layer, provides a

useful flexibility for hypersonic testing where applicable.

In air expansions from equilibrium, the NO exchange reactions can

provide significant equilibration of nitrogen dissociation. Particularly in

hypersonic nozzle airflows, the exchange path for N-atom removal can re-

cover a large fraction of the total enthalpy which would otherwise be frozen

with three-body recombination alone. Good agreement is obtained between

present calculations and experimental static-pressure measurements of

Nagamatsu et al for air expansions where O-atom freezing dominates.

With respect to hypersonic testing, the present studies indicate nozzle

freezing to be a serious problem for simulation of flight nonequilibrium

phenomena appropriate to small scale and high altitudes. Nozzle-flow non-

equilibrium is minimized by high pressures. Where applicable, the binary

scaling above may be useful in this respect.

I4
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